
2½"  STAINLESS STEEL 
PRESSURE VACUUM VENT 
NPR400

 Easy Installation Even On Existing Tanks

 Compact, Corrosion Resistant

 Minimum Maintenance

Protects Atmospheric Tanks From Failure During Operation

Required By NFPA

Description

The Pressure Vacuum Vent is used with 
atmospheric type foam concentrate 
storage tanks, to minimize free air 
movement in the tank. The vent 
allows the tank to breathe as pressure 
in the tank increases or decreases 
due to temperature changes. It also 
allows the tank to vent during fi lling 
operations and as the tank is emptied 
during operation of the foam system. 
The pressure vacuum vent will 
minimize evaporation of the foam 
concentrate as well as reduce crusting 
and sedimentation of some foam 
concentrates.

Features

• Easy installation even on existing 
tanks

• Compact, corrosion resistant
• Ease of maintenance

Applications 

• Atmospheric type foam concentrate 
storage tank vents

Technical Specifi cations

The Pressure Vacuum Vent shall be dead 
weight type. The vent shall minimize air 
fl ow to the tank by allowing the tank 
to breathe only when the pressure 
diff erential exceeds 16 oz. of pressure or 
1-1/2 oz. of vacuum. The vent shall be 
stainless steel and have a 2-1/2" FNPT 
connection. The pressure and vacuum 

valves shall be supplied through a 
single vent opening, with a hood and 
screen, to prevent water and dirt from 
entering the valve.  Flow capacity of the 
valve shall be as listed in the Technical 
Data.

Technical Data

Relief Setting:

Pressure .....................................16 oz./sq. in.

Vacuum .............................. 1-1/2 oz./sq./in.

Flow Capacity:
 Nominal 5000 CFH (623 GPM) @
  28 In H2O Diff erential Pressure
  (See Chart on Back Page)

Materials of Construction:

Body ...............................316 Stainless Steel
Pressure Poppet .................Stainless Steel
Vacuum Poppet..................Stainless Steel
Vent Hood ............................Stainless Steel
Screen ....................................Stainless Steel
Hardware ..............................Stainless Steel
Weight: ..................................................29 lbs.

Approvals and Listings

 United States Coast Guard -
  Approval Number: 162.017/178/0
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National Foam operates a continuous program of product development. The 
right is therefore reserved to modify any specifi cation without prior notice 
and National Foam should be contacted to ensure that the current issues of 
all technical data sheets are used.
© National Foam

National Foam
350 East Union Street, West Chester, PA 19382, USA
24hr RED ALERT® : 610-363-1400  •  Fax: 610-431-7084
www.nationalfoam.com
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ORDERING INFORMATION                          

Part Number Description

1231-2104-4 2-1/2" Pressure Vacuum Vent, Stainless Steel

2½”  STAINLESS STEEL 
PRESSURE VACUUM VENT 
NPR400
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